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Aluminum Alloy Window Ledge

Royal Stone
Polymer modified mortar - 3/4" min. (19 mm)
Light concrete panel
Ventilated cavity -- vertical coverings (16" max. c./c.)
Air barrier
Intermediate support panel

Waterproof sealant

Pre-painted 14-gauge 
(2 mm) aluminum alloy

Adhesive wedges

Non-continuous
caulking
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Original window
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Stone Alloy Window Ledge

Royal Stone
Polymer modified mortar - 3/4" min. (19 mm)
Light concrete panel
Ventilated cavity -- vertical coverings (16" max. c./c.)
Air barrier
Intermediate support panel

Waterproof sealant

Air space -- 1/2" min. (13 mm)

14-gauge stainless steel sheet metal (2 mm)
Fixed 3" X 3" (76 X 76 mm) with two 2" 

(50 mm) stainless steel screws 
bolted inside the vertical covering

Original window
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Renovation-Purposed Stone Alloy Window Ledge

Royal Stone
Polymer modified mortar - 3/4" min. (19 mm)
Light concrete panel
Ventilated cavity -- vertical coverings (16" max. c./c.)
Air barrier
Intermediate support panel

Waterproof sealant

Air space -- 1/2" min. (13 mm)

Pre-painted 20-gauge (1 mm)
aluminum solin -- width determined

by site conditions

Air space -- 1/2" min. (13 mm)
14-gauge stainless steel sheet metal (2 mm)

Fixed 3" X 3" (76 X 76 mm) with two 2" (50 mm) stainless
steel screws bolted inside the vertical covering

Original window
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Aluminum-Angled Window Jamb

Royal Stone
Polymer modified mortar - 3/4" min. (19 mm)
Light concrete panel
Ventilated cavity -- vertical coverings (16" max. c./c.)
Air barrier
Intermediate support panel

Caulking

Pre-painted 18 gauge (1.5 mm) 
two-sided aluminum sheet, folded 
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Stone-Angled Window Jamb

Caulking

All framed stones must be angled

Royal Stone
Polymer modified mortar - 3/4" min. (19 mm)
Light concrete panel
Ventilated cavity -- vertical coverings (16" max. c./c.)
Air barrier
Intermediate support panel
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Horizontal Expansion Joint

Royal Stone
Polymer modified mortar - 3/4" min. (19 mm)
Light concrete panel
Ventilated cavity -- vertical coverings (16" max. c./c.)
Air barrier
Intermediate support panel

Caulking

1/2" min. (13 mm)
Maximum 16" 6" (5 m) c./c, or according

to contractor's specifications

Pre-painted 3/16" thick (4 mm)
two-sided aluminum angle

Stainless steel screws, 
bolted into the structure
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Vertical Expansion Joint

1/2" min. (13 mm)
Maximum 16" 6" (5 m) c./c, or 
according to contractor's specifications

Stainless steel screws,
bolted into the structure

Royal Stone
Polymer modified mortar - 3/4" min. (19 mm)
Light concrete panel 
Ventilated cavity -- vertical coverings (16" max. c./c.)
Air barrier
Intermediate support panel

Caulking
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3” Flashing Horizontal Joint

Royal Stone
Polymer modified mortar - 3/4" min. (19 mm)
Light concrete panel
Ventilated cavity -- vertical coverings (16" max. c./c.)
Air barrier
Intermediate support panel

Acrylic sealant

Pre-painted 20-gauge (0.9 mm) aluminum
solin -- width based on the site's conditions

Stainless steel angle -- 14 gauge (2 mm),
1.5" X 3" long (38 X 38 X 74 mm)
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Aluminum Flashing Balcony Joint

Royal Stone
Polymer modified mortar - 3/4" min. (19 mm)
Light concrete panel
Ventilated cavity -- vertical coverings (16" max. c./c.)
Air barrier
Intermediate support panel

Caulking encased
beneath the solin

Pre-painted 16-gauge (1.5 mm)
aluminum solin

Adhesive wedges

1” min
(25 mm)
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Non-continuous
caulking
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Chimney Joint - Roofing

Roof covering

Royal Stone
Polymer modified mortar - 3/4" min. (19 mm)
Light concrete panel
Ventilated cavity -- vertical coverings (16" max. c./c.)
Air barrier
Intermediate support panel

Adhesive sealant must 
reach at least 16" (400 mm)

Pre-painted two-sided
3/16"-thick (4 mm) aluminum angle

12" (300 mm) c./c. wood screw 
bolted into the structure

Weep screed or perforated 
moulding

Reverse side

Pre-painted 20-gauge (1 mm) aluminum solin
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Horizontal Aluminum Flashing Joint

Royal Stone
Polymer modified mortar - 3/4" min. (19 mm)
Light concrete panel
Ventilated cavity -- vertical coverings (16" max. c./c.)
Air barrier
Intermediate support panel

Acrylic sealant

Pre-painted 16-gauge
(1.5 mm) aluminum solin

Adhesive wedges

1” min.
(25 mm)
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Non-continuous
caulking
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5” Stone Flashing Horizontal Joint

Royal Stone
Polymer modified mortar - 3/4" min. (19 mm)
Light concrete panel
Ventilated cavity -- vertical coverings 
(16" max. c./c.)
Air barrier
Intermediate support panel

Acrylic sealant

Pre-painted 20-gauge (0.9 mm) aluminum
solin -- width based on the site's conditions

14-gauge stainless steel sheet metal (2 mm)
Fixed 3” X 3” (76 X 76 mm) with two 2”

(50 mm) stainless steel screws bolted
inside the vertical covering
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Window Head - Option A

Royal Stone
Polymer modified mortar - 3/4" min. (19 mm)
Light concrete panel
Ventilated cavity -- vertical coverings (16" max. c./c.)
Air barrier
Intermediate support panel

24" (600 mm) c./c.
weep holes

Waterproof sealant

Pre-painted 3/16" thick (4 mm)
two-sided aluminum angle

12" (300 mm) c./c. wood screw 
bolted into the structure
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Window Head - Option B

12" (300 mm) c./c. wood screw 
bolted into the structure

Royal Stone
Polymer modified mortar - 3/4" min. (19 mm)
Light concrete panel
Ventilated cavity -- vertical coverings (16" max. c./c.)
Air barrier
Intermediate support panel

Pre-painted two-sided aluminum
angle, 3/16" thick (4 mm)

Weep screed or
perforated moulding

Pre-painted 20-gauge (1 mm) aluminum flashing


